
Model 350 500

Dimensions D Diameter total (mm) 600
d Diameter tank (mm) 500
H Heigth (mm) 1825

700
600

1860

Legend Heigth

2 Heating (mm) 1600
8 Heating (mm) 1240

5 10 Heating (mm) 760
7 11 Heating (mm) 210

9 Immersion heater (mm) 760
5 Flow solarsysten (mm) 660
6 Retour solarsysten (mm) 210
1 DHW outlet (mm) 1700
3 DHW inlet (mm) 800
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350 R1 C 78 1,2 4,5 116
500 R1 C 93 1,8 4,5 138
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MAIN FEATURES

MATERIAL Carbon steel
EXTERNAL TREATMENT Rustproof paint
INTERNAL TREATMENT Coarse
CONNECTION SET UP Sensors, thermometers and electrical heating
MAXIMUM WORKING PRESSURE TANK 3 bar
MAXIMUM WORKING TEMPERATURE TANK 95 °C
MAXIMUM WORKING PRESSURE Solarexchanger 10 bar
MAXIMUM WORKING TEMPERATURE Solarexchanger 110 °C
INSULATION Hard polyurethane 50mm (CFC-free)

FINISHING PVC

GUARANTEE

TANK 5 years

MAIN FEATURES OF DHW HEAT EXCHANGER

MATERIAL Stainless AISI 316L 
MAXIMUM WORKING PRESSURE 10 bar
MAXIMUM WORKING TEMPERATURE 95 °C

Combined tanks for heating water accumulation and DHW production.

Combined tank
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MODEL Efficiency Class 
(UE 812/2013)
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Flow rate Quantity Duration Quantity Duration
L/min Litres min Litres min

15 205 13,7 154 10,3
30 170 5,7
15 340 22,7 204 13,6
30 280 9,3

PipeTank 500

PipeTank 350

65°C
Tanktemperature 

55°C

Available hot water without back-up 

Flow temp. Primary �ow rate
 (°C) l/h l/min kW Δ P bar
70° 33,4 70
60° 23,9 50
55° 16,7 35

15/45°C

2000

Continuous hot water capacity 

Cold water supply 
Hot water consumption 

15°C
45°C

Pressure drop hot water coil
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